


      



      






















































































































































	Linear Motion
	Company
	Index
	Ten Characteristics & Four Advantages
	Interchangeability Notice & Accuracy Selection
	Accuracy Standard
	Technical Information-1
	Technical Information-2
	The Model Code of BR Series
	BRH-A/AL
	BRH-B/BL
	BRS-B/BS/BL
	BRH-C/CL
	BRS-A/AS
	BRX-B/BL
	BRS-C/CS
	Ball Cage Linear Guideway - Features
	The Characteristics of BC Series
	The Model Code of BC Series
	BCH-A/AL
	BCH-B/BL
	BCN-A/AL
	BCN-B/BL
	BCS-B/BL
	Miniature Linear Guideway - Features
	Accuracy Standard
	The Model Code of BM Series
	Miniature Dimension Table-1
	Miniature Dimension Table2
	External Removable Oil Tank
	Steel Cover Strip
	Grease Nipples -1
	Grease Nipples - 2
	Grease Nipples - 3
	Grease Nipples - 4
	Ball Screw CNC Production Equipment
	The Model Code of Ball Screw
	Technical Information - 1
	Technical Information - 2
	Technical Information - 3
	SCI
	SFI
	DFI
	SFU(DIN 69051 FROM B)
	DFU(DIN 69051 FROM B)
	SFT
	DFT
	SFE
	SFK
	SFM & DFM
	BSH(Rolled Ball Screw for Stock)
	SFU(Rolled Ball Screw for Stock)
	SFE(Rolled Ball Screw for Stock)
	SFTR01210
	SFTR01510
	XSSR01520
	SFTR02010
	Elastomer Coupling Function
	Elastomer Coupling Dimension
	Support Unit of Ball Screw
	Recommended Shaft End Shape(BK. FK. EK)
	Recommended Shaft End Shape(FF. EF. BF)
	FK(Fixed Side). FF(Floated Side)
	BK(Fixed Side). BF(Floated Side)
	EK(Fixed Side). EF(Floated Side)
	Linear Ball Bearing Series
	SF/WV Series(Slide Shaft)
	LM Series(Standard Type)
	LM-L Series(Standard Type)
	LF Series(Flange Type)
	LF-L Series(Flange Type)
	LU/LP Series(Housing Type)
	SS Series(Slide Shaft Support)
	LME Series(European Type)
	LFE Series(European Flange Type)
	Contact Us

